
BLANKE SELF-ADHESIVE TRANSITION PROFILE
The BLANKE SELF-ADHESIVE TRANSITION PROFILE is easy to apply and adheres to many diffe- 

rent surface types including ceramic, wood, vinyl, and commercial grade carpet. Because the BLANKE 

SELF-ADHESIVE TRANSITION PROFILE goes in after both adjoining surfaces are installed, it is ideal 

for renovations where the ceramic tile is already in place.

STAINLESS STEEL� 8.8
NATURAL

Length: 8.8 feet� Pack: 10 pcs.

w/in. Part no.

1 3/16 434-280-030

2 434-280-050

Stainless steel

BLANKE T-TRANSITION PROFILE (JOINT COVER)
The BLANKE T-TRANSITION PROFILE is available in aluminum, brass, chrome-plated brass, or 

stainless steel for attractive, decorative transitions.

Brass & Aluminum

Stainless steel

BRASS� 8.0
NATURAL

Length: 8.0 feet� Pack: 1 pc.

w/in. Part no.

17/32 449-300-1425

4/5 449-300-2025

BRASS� 8.0
CHROME-PLATED

Length: 8.0 feet� Pack: 1 pc.

w/in. Part no.

17/32 449-340-1425

4/5 449-340-2025

STAINLESS STEEL� 8.0
BRUSHED

Length: 8.0 feet� Pack: 1 pc.

w/in. Part no.

17/32 449-280B-1425

1 449-280B-2525

ALUMINUM� 8.0
NATURAL

Length: 8.0 feet� Pack: 1 pc.

w/in. Part no.

17/32 449-400-1425

4/5 449-400-2025

ALUMINUM� 8.0
SATIN SILVER, ANODIZED

Length: 8.0 feet� Pack: 1 pc.

w/in. Part no.

17/32 449-410-1425

4/5 449-410-2025
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Important note:

Special shipping terms apply.  

Please contact us directly: 

customerservice@blankecorp.com

46 TRANSITION AND RENOVATION PROFILES




